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Bay Runner Repair Tape

Bay Runner Fabric Repair Tape is for use to repair small
cuts or punctures in the fabric to maintain the integrity of

% i the vapor retarder and retain the cosmetic finish of the
application.
Great care should be made during and after installation
. to not cut or tear the Bay Runner fabric. When repair
tape is used, it is recommended to use the smallest
/ piece possible to cover the cut or puncture.

Product Description Tape Specifications

Repair tape made of Bay Runner Fabric Weave Woven HDPE scrim
with aggressive, quick stick, synthetic Fabric 2 5 mil nominal
rubber-based adhesive for bonding Thickness '
applications. .
Adhesive 3.0 mils +/- 10%
Thickness

Total . .

Width 3in.

Color White/white
Length 100 ft. Peal Adhesion
@ 1 mil/inch 5.5 Ibs.
of width
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While we believe them to be reliable, the statements and information herein are only for general guidance and are not warrants or guarantees for accuracy and completeness. E T.

The user must, by test or otherwise, determine suitability for this purpose. There is no warranty of fithess for a particular purpose. Our standard term and conditions of sale .
apply exclusively to all orders, and all liability for damages of any kind, including consequential, exceeding purchase price is excluded. No one is authorized by us to make

oral warranties. We reserve the right to make changes without notice or obligation in our products and publications. EFFECTIVE: 11/20
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